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Notified Body No. 2812 
 

Certificate of Conformity of the Factory Production Control 
 

  2812-CPR-0909 
 
In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the 
Construction Products Regulation or CPR), this certificate applies to the construction product: 
 

Strength Graded Structural Timber  
 

Intended for use in Structural Applications.  Product characteristics as follows: 
 

 
Placed on the Market under the Name of 

 

Sala Guido Legnami SRL 
Via Giacomo Leopardi, 23 

Besana in Brianza MB 
Italy, 20842 

 
and produced in the manufacturing plant  

 
Sala Guido Legnami SRL, Via Giacomo Leopardi, 23, Besana in Brianza MB, Italy, 20842 

 
This certificate attests that all provisions concerning the Assessment and Verification of Constancy of Performance 
described in Annex ZA of the standard(s) 

 EN 14081-1:2005+A1:2011 

Under System 2+ are applied and that the Factory Production Control is assessed to be in conformity with the applicable 
requirements 
 

This certificate was first issued on 30 December 2020 and will remain valid as long as neither the harmonised standard, 
the Construction Product, the AVCP methods nor the manufacturing conditions in the plant are modified significantly, or 
unless suspended or withdrawn by the Notified Factory Production Control Certification Body. 

Valid to: 5 October 2021 

ERO Project Reference: EROBMT10355 

 

 

Types of Grading Visual 

Grading Rules Applied DIN 4074-1 

Grades and Strength Class/es Strength Classes: C16, C18, C24, C30, C35 
 

Grades:  
PCAB: C18/S7, C24/S10, C30/S13 

ABAL: WPCA; LADC; C16/S7, C24/S10, C30/S13 
PSMN: C16/S7, C24/S10, C35/S13 

Species/Species Combination PCAB, ABAL, LADC, PSMN, WPCA 

Wet or Dry Grading Wet/Dry 

Reaction to Fire Class D-s2, d0 

CSF409-NL 5.0 


